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TODESIL® 

SPECIFICATION SHEET TODESIL ANTIADHERENTE M ® 
 
 
General Description 
 
Product:   Aerosol containing butane-propane 
Active Agent:   Polydimethylsiloxane in liquid form 
Container:   Cylindrical metal container with plastic cap 
Volume:   800 cm3 

 
 
Specifications 
 Min.               Max. Method 
 
Container pressurization (250C)  3.8 4.6                     AIMSIB 14 

 
Atomizer function in accordance with regulatory specifications              Test on circular filters from approx. 15 cm. 

                                          V04,1399 y K.1.RA.3.6.25 
 

Fluid Specifications 
 Min. Max. Method 
 
Flash Point 315    ISO 2592 

 
Acidity (mg Hcl/kg.fluid)     1  AI-P 5.2 No.9 

    

 
Packaging 
 
Cardboard boxes containing 12 spray cans in each box. 

 
 
Instructions for Use 
 
Todesil Antiadherente M contains a highly active anti-stick silicon agent. 
An extraordinarily fine coat of silicon is obtained at room temperature. When applied at a distance of 
approximately 30 cm. an even and uniform film is obtained. In most cases, one application is 
sufficient. The product may be sprayed on with the spray can in any position. 
 
 
Handling Precautions 
 
Pressurized container. Do not expose to direct sunlight and do not expose to temperatures 
exceeding 500C. Do not puncture or incinerate, including when spray cans are empty. Use only in 
properly ventilated areas. Spray in short separate applications. Avoid contact with eyes and skin. Do 
not spray in the direction of naked flame or incandescent material. Keep out of children’s reach. Use 
this product following the instructions on its label. Avoid direct inhalation of the product. 
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Transportation 
 
Product ADR 
ONU number 1950 
Class 2 
Section 5 
Letter F 

 
 

Storage 
 
Product is extremely flammable. Observe applicable regulation on storage. 

 
   

 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
This information and our technical advice-whether verbal, written, or by way of trials- are given according to the best of our knowledge but 
without warranty. It is the client’s responsibility to inspect and test the products supplied by us to verify their suitability for the intended processes 
and uses. The application, use, and processing of our products are beyond our control and, therefore, entirely the client’s responsibility. If in any 
case, any responsibility on our part were to be considered, said responsibility would be limited, for any such damages incurred, to the value of 
the goods provided by us and used by the client. It is understood that we guarantee the excellent quality of our products in accordance with our 
General Sales and Supply Conditions.  


